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Abstract
The JKR (Johnson, Kendall, and Roberts) and Boussinesq-Kendall models describe ad-
hesive frictionless contact between two isotropic elastic spheres or between a flat end punch
and an elastic isotropic half-space. Here adhesive contact is studied for transversely isotropic
materials in the framework of the JKR theory. The theory is extended to much more general
shapes of contacting axisymmetric solids, namely the distance between the solids is described
by a monomial (power-law) function of an arbitrary degree d ≥ 1. The classic JKR and
Boussinesq-Kendall models can be considered as two particular cases of these problems, when
the degree of the punch d is equal to two or it goes to infinity, respectively. It is shown
that the formulae for extended JKR contact model for transversely isotropic materials have
the same mathematical form as the corresponding formulae for isotropic materials; however
the effective elastic contact moduli have different expression for different materials. The di-
mensionless relations between the actual force, displacements and contact radius are given
in explicit form. Connections of the problems to nanoindentation of transversely isotropic
materials are discussed.
Keywords: JKR theory, adhesive contact, no-slip, power-law punches, transversely isotropic solids
1 Introduction
Molecular adhesion has been studied for a long period of time and has usually a negligible effect
on surface interactions at the macro-scale, whereas it becomes increasingly significant as the
contact size decreases. In particular, adhesion of surfaces plays a key role in the development
of modern micro and nanotechnology. The JKR (Johnson, Kendall, and Roberts) theory of
adhesive contact [1] has been widely used as a basis for modelling of various phenomena,
in particular biological phenomena such as adhesion of cells, viruses, attachment devices of
insects and so on ( [2,3]). However, the JKR theory was originally developed for linearly elastic
isotropic materials [1], while many natural and artificial materials are in fact anisotropic.
Anisotropy is also a feature of many biological materials.
1Corresponding author. Tel.: +44 29 2087 5909; fax: +44 29 2087 4716. E-mail address:
BorodichFM@cardiff.ac.uk
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The mechanics of anisotropic elastic materials is a quite developed research field (see, e.g.,
[4, 5]). The contact problems for anisotropic solids were studied in many papers. Willis [6, 7]
studied both Hertzian and Boussinesq contact problems for anisotropic bodies and showed that
the functional form of the pressure distribution between the contacting bodies can be found
explicitly and therefore, the problem is reduced to finding the displacements due to a pressure
distribution of this form. Later it was shown [8–11] that the Hertz-type contact problems
for generally anisotropic solids have the same self-similar properties as isotropic solids [12].
Borodich presented the re-scaling formulae for the size of the contact region, the stress fields
and the displacement of the bodies. Using the similarity approach, it can be easily shown
[13, 14] that the displacement of any surface point of an anisotropic linear elastic half space
under the influence of a point load P is proportional to the ratio, P/r, where r is the distance
to the point of the application of the load. The detailed expression for the Green’s function
can be found in [15]. However, it is difficult to expect to obtain an analytical solution to the
contact problems for generally anisotropic solids except for transversely isotropic materials [6].
Transversely isotropy is a very important case of anisotropy because many natural and arti-
ficial materials behave effectively as transversely isotropic elastic solids. For example, modern
tribological coatings or layered composite materials can be often described as having trans-
versely isotropic properties. Various problems and approaches to mechanics of transversely
isotropic materials were discussed in [16]. Numerous papers were devoted to the study of vari-
ous problems of mechanics for transversely isotropic materials (see., e.g., [17–21]), in particular
to problems contact and indentation (see, e.g., [9, 22, 23] and references therein). Referring
to Sveklo [24], Willis argued that in the case of transversely isotropic materials the Hertzian
contact problem can be reduced to one of potential theory [6]. Green and Zerna also showed
the similarities between isotropic and transversely isotropic frictionless two-dimensional inden-
tation problems [25]. A similar result was presented earlier by Lekhnitskii, who computed the
stresses in the interior of a transversely isotropic half-space loaded by a normal concentrated
load [4, 17]. Independently of Willis, Conway at al. [26] presented an analytical expression
for solution to the Hertz frictionless contact between transversely isotropic solids using the
Lekhnitskii results [4, 17]).
The term “adhesion” may have rather different meanings [27]; e.g. it can be caused by
chemical bonding, van der Waals forces (vdW) or by electrostatic forces. Various methods
were developed in order to take the adhesive forces into account, in particular, by pointwise
integration of the interaction forces between points of the bodies, whose interaction energy
is proportional to r−6 of the distance r between the points. In 1932 Bradley [28] considered
attraction between two absolutely rigid spheres by calculating pointwise the attraction of each
point of one sphere to another one. Assuming additivity of the London forces, he calculated
the total force of adhesion between the spheres Pc. In this paper only molecular adhesion
caused by vdW forces is considered and it is assumed that one needs to know the work of
adhesion, w that is equal to the energy needed to separate two dissimilar surfaces from contact
to infinity to study contact problems with molecular adhesion.
In 1934 Derjaguin published a series of papers (see, e.g. [29]) where he studied the influence
of adhesion on friction and contact between elastic solids. Derjaguin pointed out that to calcu-
late adhesive interactions between particles one needs to take into account their deformations.
He presented the first attempt to consider the problem of adhesion between elastic spheres or
between an elastic sphere and an elastic half-space. He assumed that the deformed shape of
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the sphere can be calculated by solving the Hertz contact problem and suggested to calculate
the adhesive interaction by using only attraction between points at the surfaces of the solids
and by introduction of the work of adhesion (this is the so-called Derjaguin approximation).
Unfortunately, some of his assumptions and calculations were not correct. Nevertheless, his
basic argument was correct because it equated the work done by the surface attractions against
the work of deformation in the elastic spheres (see [30], p. 183). Indeed, according to Clapey-
ron’s theorem, the work of the external forces (both the surface tractions and the body forces)
is stored in the linear-elastic body in the form of the strain energy (see, e.g. [31]). In the
problem under consideration, the body forces are the forces of adhesion.
Starting from pioneering papers by Derjaguin, the mechanics of adhesive contact between
isotropic elastic solids developed into a well established branch of science. The Derjaguin
approximation (see [29], p. 156) can be formulated as follows: (i) instead of the pairwise
summation of the the interactions between the elements of solids (as did Bradley [28]), it
reduces the volume molecular attractions to surface interactions; (ii) the surface interactions
are taken into account only between closest elements of the surfaces, and (iii) the interaction
energy per unit area between small elements of curved surfaces is the same as this energy
between two parallel infinite planar surfaces. The approximation is implicitly involved in
many modern models of adhesive contact (however, these assumptions are usually used without
referring to Derjaguin). One can also take into account the adhesive forces by introducing an
interaction potential between points on the surfaces, for example, a Lennard-Jones potential
(see, for example, [32, 33]) or by using piecewise-constant approximations of these potentials
[34, 35]. Nowadays there are several well-established classic models of adhesive contract that
include the JKR theory [1], the DMT (Derjaguin-Muller-Toporov) theory [36], and the Maugis
transition solution between the JKR and DMT theories [37]. A detailed description of the
theories is given by Maugis [34] (see also a recent discussion in [38]).
According to Kendall [30], the JKR theory historically was developed in the following steps.
In 1958 Johnson [39] argued that the adhesive contact problem can be considered by adding
two simple stress distributions, namely the Hertz stress field to a rigid flat-ended punch tensile
stress distribution. This approach is very fruitful. However, Johnson got a wrong conclusion
that the infinite tension at the periphery of the contact would ensure that the spheres would
peel apart when the compressive load was removed. In 1970 Kendall and Roberts discussed
the experimental observations of the contact spots that were larger than expected from the
Hertz equation. They found that the answer lay in applying Derjaguins method ... to Johnsons
stress distribution. Johnson presented a mathematical realization of this idea an evening later;
in this way they created the famous JKR theory of adhesive contact (see, [1], pp. 183-186).
Here adhesive contact is studied for transversely isotropic materials in the framework of the
JKR theory.
Adhesive contact problems have been already studied for transversely isotropic materials.
These were mainly two-dimensional problems for cylinders (see, e.g., [40, 41]). Only recently
it has been shown that the JKR and DMT models can be extended to the problem of contact
between transversely isotropic spheres [42]. However, solids in contact may often have more
general shapes than spherical ones; in particular the shape functions f of indenters can be
well described as monomial functions of radius r.
In this paper it will be assumed that the distances between the contacting solids may be
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described as axisymmetric monomial functions of arbitrary degrees
f(r) = Bdr
d, (1)
where d is the degree of the monomial function and Bd is the constant of the shape.
For isotropic solids, the adhesive contact problems for bodies of monomial shapes were
considered earlier [33, 43, 44]. The classic JKR [1] and Boussinesq-Kendall [45] models can
be considered as two particular cases of these problems when the degree of the punch d is
equal to two or it goes to infinity respectively. Here the JKR theory is extended to problem
of contact between axisymmetric solids such that the distance between the solids is described
by a monomial (power-law) function of an arbitrary degree d ≥ 1.
The paper is organized as follows:
In §2 we give some preliminary information concerning frictionless nonadhesive Hertz-type
contact problems and the JKR-type models of adhesive contact.
In §3 the contact problems for transversely isotropic materials are considered. First the
nonadhesive Hertz-type contact problems and then the Boussinesq–Kendall problem of an
adhesive contact for a flat ended punch are discussed. Finally the JKR theory is extended to
the case of adhesive contact between transversely isotropic material and a punch whose shape
is described by monomial (power-law) function of radius of an arbitrary degree d ≥ 1.
The depth-sensing indentation, i.e. the continuously monitoring of the P − δ diagram
where P is the applied load and δ is the displacement (the approach of the distant points of the
indenter and the sample) are especially important when mechanical properties of materials are
studied using very small volumes of materials. The P−δ diagrams for material characterization
are so important that these diagrams are often considered in the materials science community
as ”finger-prints” of materials. In §4 connections between the obtained results and problems
of nanoindentation are discussed. The obtained equations for general monomial punches are
written in dimensionless form. It is shown that the dimensionless relations between the actual
force, displacements and contact radius are the same as in the case of contact between isotropic
materials. The graphs of the relations are presented for some values of d, 1 ≤ d ≤ 3 .
2 Adhesive and Nonadhesive Indentation Problems
Let us use both the Cartesian and cylindrical coordinate frames, namely x1 = x, x2 = y, x3 = z
and ρ, φ, z, where ρ =
√
x2 + y2 and x = ρ cosφ, y = ρ sinφ.
First the non-adhesive Hertz type contact problem will be considered. Then the conditions
within the contact region for adhesive contact will be described.
2.1 Nonadhesive Hertz type contact problems
The non-adhesive Hertz theory considers three-dimensional (3D) frictionless contact of two
isotropic, linear elastic solids. In a 3D Hertz contact problem, it is assumed that the punch
shape is described by an elliptic paraboloid and the contact region is an ellipse. However, in the
general Hertz type contact problems these assumptions are omitted. Hence, the formulation
of the problem is geometrically linear, the contact region is unknown and should be found,
only vertical displacements of the boundary are taken into account, and the problem has
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the same boundary conditions within and outside the contact region as in the original Hertz
problem. It is possible to show that the problem is mathematically equivalent to the problem
of contact between an indenter whose shape function f is equal to the initial distance between
the surfaces, i.e. f = f++ f− where f+ and f− are the shape functions of the solids. In turn,
this problem can be reduced to the problem of contact between a rigid indenter (a punch) and
an elastic half-space.
It is assumed that a rigid indenter (a punch) is pressed by the force P to a boundary of the
contacting solid. In a geometrically linear formulation of the contact problem, this solid can be
considered as a positive half-space x3 ≥ 0. Initially, there is only one point of contact between
the punch and the half-space. Let us put the origin (O) of Cartesian x1, x2, x3 coordinates
at the point of initial contact between the punch and the half-space x3 ≥ 0. We denote the
boundary plane x3 = 0 by R
2. Hence, the equation of the surface given by a function f , can
be written as x3 = −f(x1, x2), f ≥ 0.
After the punch contacts with the half–space, displacements ui and stresses σij are gener-
ated. If material properties are time independent then the current state of the contact process
can be completely characterized by the compressing force (P ).
Thus, it is supposed that the shape of the punch and the external parameter of the problem
P are given and one has to find the bounded region G on the boundary plane x3 = 0 of the half-
space at the points where the punch and the medium are in mutual contact (for axisymmetric
problems, the contact radius a), displacements ui, and stresses σij.
In the problem the quantities sought satisfy the following equations
σji,j = 0, i, j = 1, 2, 3;
σij = F(ǫij), ǫij = (ui,j + uj,i)/2;∫∫
R2
σ33(x,P)dx = −P, (2)
in which ǫij are the components of the strain tensor and F is the operator of constitutive
relations for the material. Here and henceforth, a comma before the subscript denotes the
derivative with respect to the corresponding coordinate; and summation from 1 to 3 is assumed
over repeated Latin subscripts.
The material behavior of the medium may be linear and non-linear, anisotropic or isotropic,
depending on the form of the operator F . For arbitrary anisotropic, linear elastic media, the
constitutive relations have the form of Hooke’s law
σij = cijklǫkl or σij = cijkluk,l, cijkl = cjikl = cklij (3)
where cijkl are components of the tensor of elastic constants.
The displacement vector u should satisfy the conditions at infinity
u(x)→ 0 when |x| → ∞. (4)
Let us define the contact region G as an open region such that if x ∈ G then the gap (u3−g)
between the punch and the half-space is equal to zero and surface stresses are non-positive,
while for x ∈ R2 \ G the gap is positive and the stresses are equal to zero. Thus, u and σij
should satisfy the following boundary conditions within and outside the contact region
u3(x;P) = g(x;P), σ33(x;P) ≤ 0, x ∈ G(P),
u3(x;P) > g(x;P), σ3i(x;P) = 0, x ∈ R2 \G(P), (5)
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In the problem of vertical indentation of an isotropic or transversely-isotropic media by an
axi-symmetric punch, the contact region is always a circle. This fact simplifies analysis of the
problem. The analysis of three-dimensional contact is usually more complicated.
For the general case of the problem of vertical pressing, we have
g(x;P) = δ − f(x1, x2). (6)
If one considers the frictionless problem, then the following two conditions hold within the
contact region
σ31(x;P) = σ32(x;P) = 0, x ∈ G(P) ⊂ R2. (7)
2.2 The JKR approach to adhesive contact
The original JKR approach assumed that the problems are frictionless, i.e. the two conditions
(7) hold within the contact region G. The JKR approach is based on the use of a geometrically
linear formulation of the contact problem. If there were no surface forces of attraction, the
radius of the contact area under a punch subjected to the external load P0 would be a0 and
it could be found by solving the Hertz-type contact problem. However, in the presence of the
forces of molecular adhesion, the equilibrium contact radius would be of value a1 > a0 under
the same force P0.
The JKR model considers the total energy of the contact system UT as made up of three
terms, the stored elastic energy UE, the mechanical energy in the applied load UM and the
surface energy US. It is assumed that the contact system has come to its real state in two
steps: (i) first it achieves a real contact radius a1 and an apparent depth of indentation δ1
under some apparent Hertz load P1, then (ii) it is unloaded from P1 to a real value of the
external load P0 keeping the constant contact radius a1 (Fig. 1). The Boussinesq solution for
contact between an elastic half-space and a flat punch of radius a1 may be used on the latter
step. Hence, a combination of both the Hertz contact problem for two elastic spheres and
the Boussinesq relation for a flat ended cylindrical indenter is used. One can show that the
Boussinesq relation for a flat ended cylindrical indenter of radius a contacting an arbitrary
anisotropic elastic half-space is
δ = P/[ac1111F (cijkl/c1111)] (8)
where F is a function of the dimensionless elastic material constants.
In this case, one can calculate UE as the difference between the stored elastic energies
(UE)1 and (UE)2 on loading and unloading branches respectively. Therefore,
(UE)1 = P1δ1 −
∫ P1
0
δdP. (9)
Using the Boussinesq solution (8), we obtain for the unloading branch
(UE)2 =
∫ P1
P0
P
c1111F (cijkl/c1111)a1
dP =
P 21 − P 20
2c1111F (cijkl/c1111)a1
. (10)
Thus, the stored elastic energy UE is
UE = (UE)1 − (UE)2. (11)
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Figure 1: Loading diagram explaining the JKR model of adhesive contact. At branch OA the
loading curve P − δ follows the Hertz-type non-adhesive contact relation, while the relation
at the branch AB follows the linear Boussinesq relation.
The mechanical energy in the applied load
UM = −P0δ0 = −P0(δ1 −∆δ) (12)
where ∆δ = δ1 − δ2 is the change in the depth of penetration due to unloading.
According to the Derjaguin assumptions, the adhesive interactions are reduced to the
surface forces acting perpendicularly to the boundary of the half-space. The JKR theory
considers only the adhesive forces acting within the contact region. The original JKR theory
was developed for isotropic materials, therefore, the contact region is always a circle and the
surface energy can be written as
US = −wπa21. (13)
The total energy UT can be obtained by summation of (11), (12) and (13), i.e. UT =
UE + UM + US. It is assumed in the JKR model that the equilibrium at contact satisfies the
equation
dUT
da
= 0, or
dUT
dP1
= 0. (14)
The above was applied to the case of the initial distance between contacting solids being
described by a paraboloid of revolution z = r2/(2R) (this is a very good approximation for
a sphere) or contact of two spheres of the effective radius R, 1/R = 1/R+ + 1/R− where R+
and R− are the radii of the spheres.
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3 Contact problems for transversely isotropic materials
3.1 Elastic transversely isotropic materials
If through all points of an elastic solid there pass parallel planes of elastic symmetry in which
all directions are elastically equivalent, then these planes are planes of isotropy and the solid
is called transversely isotropic [4]. To describe the general anisotropy of elastic solids, the
tensor of elastic constants cijkl has been used, however the matrix form is more convenient
for description of transversely isotropic solids. This is because the tensor of elastic constants
is reduced to five elastic constants of the material a11, a12, a13, a33, and a44. Let the z axis
be taken normal to a plane of isotropy, i.e. z axis is the axis of rotational symmetry, then
Hooke’s law (3) becomes

ǫ11
ǫ22
ǫ33
ǫ12
ǫ13
ǫ23


=


a11 a12 a13 0 0 0
a12 a11 a13 0 0 0
a13 a13 a33 0 0 0
0 0 0 a11 − a12 0
0 0 0 0 a44/2 0
0 0 0 0 0 a44/2




σ11
σ22
σ33
σ12
σ13
σ23


. (15)
In cylindrical coordinates Hooke’s law for a transversely isotropic elastic material becomes


ǫrr
ǫφφ
ǫzz
ǫrφ
ǫrz
ǫφz


=


a11 a12 a13 0 0 0
a12 a11 a13 0 0 0
a13 a13 a33 0 0 0
0 0 0 a11 − a12 0
0 0 0 0 a44/2 0
0 0 0 0 0 a44/2




σrr
σφφ
σzz
σrφ
σrz
σφz


(16)
or 

σrr
σφφ
σzz
σrφ
σrz
σφz


=


A11 A12 A13 0 0 0
A12 A11 A13 0 0 0
A13 A13 A33 0 0 0
0 0 0 A11 − A12 0
0 0 0 0 2A44 0
0 0 0 0 0 2A44




ǫrr
ǫφφ
ǫzz
ǫrφ
ǫrz
ǫφz


(17)
where A11, A12, A13, A33, and A44 are five elastic constants of the material
A11 =
a11a33 − a213
(a11 − a12)m, A12 =
a213 − a12a33
(a11 − a12)m, A13 =
−a13
m
, (18)
A33 =
a11 + a12
m
, A44 =
1
a44
A11 − A12, = 1
a11 − a12 (19)
and
m = (a11 + a12)a33 + 2a
2
13.
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3.2 Non-adhesive contact problems for transversely isotropic ma-
terials
Using the above expressions and results by Lekhnitskii [4,26], one can show that the solution
of the Boussinesq problem for a concentrated load P is
u3(r, 0) =
P
πETIr
where the coefficient (ETI)
−1 is
(ETI)
−1 = − S1 + S2
2D1/2(AC −D) [(D − 2BD + AC)a11 − (2D −BD − AC)a12] (20)
and
A =
a13(a11 − a12)
a11a33 − a213
, B =
a13(a13 + a44)− a12a33
a11a33 − a213
,
C =
a13(a11 − a12) + a11a44
a11a33 − a213
, D =
a211 − a212
a11a33 − a213
,
2DS21,2 = A+ C ± [(A+ C)2 − 4D]1/2,
S1,2 =
√√√√A+ C
2D
±
[(
A+ C
2D
)2
− 1
D
]1/2
.
For isotropic materials one has ETI = E
∗ where E∗ is the effective elastic contact modulus
1
E∗
=
1− (ν+)2
E+
+
1− (ν−)2
E−
.
Here E+ and ν+ and E− and ν− are the elastic modulus and the Poisson ratio of the first
and the second solid respectively. Further in this paper only rigid axisymmetric indenters
are considered and, therefore, E− = ∞ and E∗ = E/(1 − ν2) where E and ν are the elastic
modulus and the Poisson ratio of the half-space, respectively.
3.3 The Boussinesq-Kendall problem
Consider an axisymmetric flat ended punch of radius a1 that is vertically pressed into an
elastic half-space. For isotropic elastic materials, this problem was considered by Boussinesq
(see, e.g. [47]), and frictionless contact with molecular adhesion was studied by Kendall [45].
Let us consider the Boussinesq-Kendall problem for transversely isotropic materials using the
Kendall arguments.
It follows from the Boussinesq solution (8) and (20) that the transversely isotropic elastic
material deforms as
δ =
P
2ETIa1
. (21)
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The surface energy is given as above by (13). Using (21), one obtains that the stored elastic
energy UE and the mechanical energy of the applied load UM are respectively
UE =
∫
Pdδ =
P 2
4ETIa1
+ A, UM = −Pδ +B = − P
2
2ETIa1
+B (22)
where A and B are arbitrary constants.
The total energy UT can be obtained by summation of all components given by (13) and
(22)
UT = −wπa21 −
P 2
4ETIa1
+ A+B. (23)
From the equilibrium equation (14), one has
dUT
da1
= 0 = −2wπa1 + P
2
c
4ETIa21
(24)
and, hence, one may obtain the adherence force (the pull-off force) of a flat ended circular
punch of radius a1
Pc =
√
8πwETIa31. (25)
One can see from (25) that the adherence force is proportional neither to the energy of adhesion
nor to the area of the contact [34].
3.4 Adhesive contact between a monomial indenter and a trans-
versely isotropic elastic material
Let us generalize the JKR model of contact with molecular adhesion and consider the case
of the distances between the contacting solids being described as axisymmetric monomial
functions (1) of arbitrary degrees d.
The non-adhesive frictionless Hertz type contact problem for an isotropic elastic material
and punches described by (1) was given by Galin [46,47]. It follows from this solution and the
above discussion that for transversely isotropic elastic materials, the contact radius a0 under
the external load P0 is given by
a0 =
(
P0
C(d)ETIBd
)1/(d+1)
, C(d) =
d2
d+ 1
2d−1
[Γ(d/2)]2
Γ(d)
. (26)
The contact radius a1 and depth of indentation δ1 under some apparent Hertz load P1, are
given by
a1 =
(
P1
C(d)ETIBd
)1/(d+1)
, δ1 =
[
C(d)Bd
(ETI)d
] 1
d+1
(
d+ 1
2d
)
P
d/(d+1)
1 . (27)
Substituting (27) into (9) and (10) , we obtain
(UE)1 =
d+ 1
2(2d+ 1)
P
(2d+1)/(d+1)
1
[
C(d)Bd
(ETI)d
] 1
d+1
.
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(UE)2 =
[C(d)Bd]
1/(d+1)
4(ETI)d/(d+1)
(
P
(2d+1)/(d+1)
1 − P 20P−1/(d+1)1
)
.
Using the above expressions and (11), and substituting (27) into (12) and (13), we obtain the
following expressions for the components of energy
UE =
1
4
[
C(d)Bd
(ETI)d
]1/(d+1)(
1
2d+ 1
P
(2d+1)/(d+1)
1 + P
2
0P
−1/(d+1)
1
)
, (28)
UM = −P0d+ 1
2d
[C(d)Bd]
1/(d+1)
(ETI)d/(d+1)
[
P
d/(d+1)
1
d+ 1
+
P0P
−1/(d+1)
1 d
d+ 1
]
. (29)
and
US = −wπ
(
P1
C(d)ETIBd
)2/(d+1)
. (30)
Thus, the total energy UT can be obtained by summation of (28), (29) and (30)
UT =
1
4
[
C(d)Bd
(ETI)d
] 1
d+1
[
1
2d+ 1
P
2d+1
d+1
1 − P 20P
−1
d+1
1 −
2
d
P0P
d
d+1
1
]
− wπ
(
P1
C(d)ETIBd
) 2
d+1
. (31)
One may obtain from (31) and (14)
P 20 − 2P0(C(d)BdETI)ad+11 + (C(d)BdETI)2a2(d+1)1 − 8wπETIa31 = 0.
Solving this equation and taking the stable solution, one obtains an exact formula giving
the relation between the real load P0 and the real radius of the contact region a1
P0 = P1 −
√
8πwETIa31 = C(d)BdETIa
d+1
1 −
√
8πwETIa31. (32)
The real displacement of the punch is δ2 = (δ1 −∆δ)
δ2 = BdC(d)
d+ 1
2d
ad1 −
(
2πwa1
ETI
)1/2
(33)
It is convenient to write the formula for the real displacement δ2 in the case of the frictionless
boundary condition as
δ2 =
BdC(d)
2d
ad1
[
1 + d
P0
P1
]
. (34)
One can see that (34) does not depend on the elastic properties of materials. In the case
d = 2 one has C(2) = 8/3, B2 = 1/(2R) and (34) coincides exactly with (4.111) presented by
Maugis (see [34] p. 274)
δ2 =
a21
3R
[
1 + 2
P0
P1
]
.
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4 The depth-sensing indentation by non-ideal shaped
indenters
The depth-sensing indentation (DSI) is the continuously monitoring of the P − δ diagram
where P is the applied load and δ is the displacement (the approach of the distant points of
the indenter and the sample). The DSI techniques are especially important when mechanical
properties of materials are studied using very small volumes of materials (see reviews in [48,49].
The DSI testing of materials was proposed in the pioneering paper by Kalei [50] where he noted
that adhesion to a solid surface (substrate) may affect the measurements obtained by DSI.
4.1 Nonadhesive indentation and the BG method
In 1975 it was suggested to use the slope S of the experimental DSI unloading curves for
extraction of the effective contact modulus of materials [51] (the so-called BASh formula and
its modifications)
S =
dP
dδ
= C
2
√
A√
π
E∗. (35)
Here A is the area of the contact region and C is a constant depending on the boundary
conditions of the contact [52]. In fact, (35) is a semi-empirical approximation for an exact
expression S = dP/dδ = 2CE∗a where a is the contact radius under an external load P . The
BASh approach was also applied to to anisotropic materials [15, 22].
In practical papers devoted to applications of the DSI techniques, it is usually assumed
that the indenter is a sharp pyramid or a cone. However, the nominally sharp indenters are
in fact not ideal. It was shown that the indenter shape at the shallow depths may be well
described by a power-law function (1) of degree d, 1 ≤ d ≤ 2 [11, 53]. The limiting cases of
this range are conical and spherical indenters. Second-order asymptotic models for canonical
indenters penetrating a transversely isotropic elastic layer were presented in [23].
Although the above mentioned approach for determination of E∗ is very popular for small
material samples, it has a number of drawbacks. In particular, the plastic deformations
of contact surfaces and the existence of the residual stresses are ignored in (35). On the
other hand, the work of adhesion is usually determined by direct measurements of pull-off
force of an adhesive sphere. These measurements are unstable due to instability of the load-
displacement diagrams at tension, and they can be greatly affected by roughness of contacting
solids. Recently a new experimental method (the BG method) have been introduced that allow
the researchers to quantify the work of adhesion w and elastic contact modulus E∗ of isotropic
materials. The BG method is a non-direct method [54] based on an inverse analysis of all
points at a bounded stable interval of the experimental force-distance curve. The application
of the BG method showed that the obtained estimations of the elastic contact modulus and
work of adhesion have very small error even for rather contaminated data [55, 56].
It follows from the above discussion and the results presented in [42] that the BG method
can be used to quantify the work of adhesion w and elastic contact modulus ETI of transversely
isotropic materials.
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4.2 Frictionless adhesive indentation
Let us apply the JKR type approach to problems of nanoindentation when the indenter shape
near the tip has some deviation from its nominal shape. It will be assumed further that the
indenter shape function can be approximated by a monomial function of radius. It follows
from (32) that the radius a1 of the contact region at P0 = 0 is
a1(0) =
[
8πw
ETIC2(d)B2d
]1/(2d−1)
.
This value can be used as a characteristic size of the contact region in order to write dimension-
less parameters. Let us write the characteristic parameters of the adhesive contact problems
as
a∗ = a1(0), P
∗ =
{
(8πw)d+1(ETI)
d−2
[C(d)Bd]3
} 1
2d−1
, δ∗ =
[
2d+1
C(d)Bd
(
πw
ETI
)d] 12d−1
. (36)
Then (32) and (33) have the following form
P0/P
∗ = (a1/a
∗)d+1 − (a1/a∗)3/2 (37)
and
δ2
δ∗
=
d+ 1
d
(a1
a∗
)d
−
(a1
a∗
)1/2
. (38)
4.3 Dimensionless relations for adhesive indentation
Let us denote P¯ = P0/P
∗, a¯ = a1/a
∗ and δ¯ = δ2/δ
∗. Then (37) and (38) can be written as
the following dimensionless relations
P¯ = a¯d+1 − a¯3/2 (39)
and
δ¯ =
d+ 1
d
(a¯)d − (a¯)1/2 (40)
that are valid for arbitrary axisymmetric monomial punch of degree d ≥ 1.
The graphs of the dimensionless relations (39) and (40) for several values of the degree d
of the indenter shape monoms are shown respectively in Figure 2 and Figure 3.
The instability point of P¯ − δ¯ curve is at the point where dP¯/dδ¯ = 0. Taken into account
that dP¯/dδ¯ = dP¯/da¯ · da¯/dδ¯, one obtains from (39) at the instability point
dP¯ /da¯ = (d+ 1)a¯d − (3/2)a¯1/2 = 0.
Solving this equation, one obtains for a dimensionless critical contact radius
a¯c =
[
3
2(d+ 1)
] 2
2d−1
. (41)
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Figure 2: The dimensionless JKR P¯ -a¯ relation for monomial indenters.
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Figure 3: The dimensionless JKR δ¯ -a¯ relation for monomial indenters.
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Figure 4: The dimensionless JKR P¯ -δ¯ relation for monomial indenters within the 1 ≤ d ≤ 3
range.
Substituting this expression into (39), one obtains the expression for the critical load P¯c (the
adherence force at fixed load)
P¯c =
[
3
2(d+ 1)
] 2(d+1)
2d−1
−
[
3
2(d+ 1)
] 3
2d−1
. (42)
The formulae (37) -(42) do not depend on any elastic property of material and therefore,
they are absolutely the same as for isotropic materials. The graphs of the dimensionless P¯ -δ¯
relation for monomial indenters whose degree d are within the 1 ≤ d ≤ 3 range are shown in
Figure 4.
A detailed description of the dimensionless P¯ -δ¯ relation for indenters within the 1 ≤ d ≤ 2
range are shown in Figure 5.
Using the above general solution for monomial punches, one can consider analytically the
adhesive contact for spherical and conical indenters. For a sphere of radius R, one has d = 2,
B2 = 1/(2R), C(2) = 8/3, f(r) = B2r
2 and the expression (32) coincides with the classic JKR
formula. Further one has P¯c = −1/4. In dimensional form one has P ∗ = 6πRw and obtains
respectively the classic JKR value Pc = −(1/4)P ∗ = −(3/2)πRw.
For a conical indenter, one can get the dimensional form from (36). This gives the following
values
P ∗ = 512w2/(πETIB
3
1) and Pc = −54w2/(πETIB31). (43)
The contact radius and displacement under zero load are respectively
a1(0) = a
∗ = 32w/(πETIB
2
1) and δ2(0) = δ
∗ = 8w/(ETIB1).
For isotropic materials, these expressions coincide with the formulae presented by Maugis
except that the formulae (4.253) for δ2(0) in [34] has a wrong coefficient 24 (see also a discussion
in [57]).
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Figure 5: A detailed description of the P¯ -δ¯ relation for monomial indenters within the 1 ≤
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5 Discussion and Conclusion
The derivation of the main formulae of the above considered JKR and Boussinesq-Kendall
models have been based on the assumption that the material points within the contact region
can move along the punch surface without any friction. However, it is more natural to assume
that a material point that came into contact with the punch sticks to its surface. Hence, the
no-slip boundary conditions [52, 58–61] are physically more appropriate for modeling contact
problems with molecular adhesion than the frictionless contact model. The no-slip boundary
conditions have been already used for studying mechanics of adhesive contact [40,41,57,62,63].
It is known that the frictionless JKR results can be obtained by the use of linear fracture
mechanics concepts [34,37,64]. In the frictionless case equilibrium is given by G = w where G
is the energy release rate at the edge of the contact. In the no-slip case, one has to be careful
in the use of the fracture mechanics formalism due to the oscillations of the stress fields near
the edge of the contact region. Various issues related to the use of the fracture mechanics
concepts in application to mechanics of adhesive contact between isotropic elastic materials
were discussed (see, e.g. [62,64,65]). In particular, it has been argued that the adhesion energy
is not a material constant independent of the local failure mode but rather is a function of
the mode mixity [62, 65]. However, the authors prefer to use Johnson’s interpretation [64]:
the work of adhesion w is a material constant, while the critical energy release rate Gc is
Gc = w[1 + α(K
2
II/K
2
I ) where the parameter α can vary from 0 to 1.0 and KI , and KII are
mode I and II stress intensity, respectively. Note that the size of the ring within the contact
region where the above mentioned oscillations occur is very small [66]. These oscillations
have no physical meaning and the assumptions of the linear elasticity are violated in the
ring, therefore Rvachev and Protsenko [67] referred to the corresponding strains as fictitious
strains. In the present work the authors have followed the original JKR approach as closely
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as possible. Hence, it is assumed that the contribution to the system energy by adhesive
forces can be calculated by (13) even in the case of no-slip contact. In this case, using the
known approaches [68, 69], one could extend the above results to the case of no-slip adhesive
contact with transversely isotropic materials. However, the recent analysis [57,63] shows that
for compressible materials, the critical radius of the contact region and the corresponding
critical load in the case of no-slip contact are just slightly less than the values predicted
by the frictionless JKR-type models. Therefore, no-slip boundary conditions have not been
considered.
The original JKR theory was restricted to a very important case of contact between
isotropic spheres. Using the Galin solution [46] in Borodich and Keer [48] representation,
one can show that the JKR theory for transversely isotropic materials leads to the following
expressions for an arbitrary convex body of revolution f(r), f(0) = 0
P1 = P0 +
√
8πwETIa31, δ2 = δ1 −
√
2πwa1
ETI
or
P0 = P1 −
√
8πwETIa31 = 2ETI
∫ a1
0
r2f ′(r)dr√
a21 − r2
−
√
8πwETIa31
and
δ2 =
∫ a1
0
f ′(r)√
1− r2/a21
dr −
(
2πwa1
ETI
)1/2
.
However, we concentrated here on the solution to the JKR problems for monomial solids, while
a discussion of problems for arbitrary solids of revolution is out the scope of the paper. In
this paper the classic JKR approach has been generalized to transversely isotropic materials
and punches whose shape function is an arbitrary monomial (power-law) function of degree
d ≥ 1. The Boussinesq-Kendall model of adhesive contact for a flat ended punch has been
also discussed. The JKR and Boussinesq-Kendall models can be considered as two particular
cases of contact problems with molecular adhesion for monomial punches, when the degree
of the punch d is equal to two or it goes to infinity respectively. It has been shown that
the solution to the JKR-type adhesive contact problems reduced to the same dimensionless
relations between the actual force, displacements and contact radius as for isotropic materials.
The results obtained are applied to problems of nanoindentation when the indenter shape near
the tip has some deviation from its nominal shape and the shape function can be approximated
by a monomial function of radius.
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